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Tempmate M1 Temperature Logger Instructions

General Information
The Tempmate M1 is a reusable temperature logger with display and integrated USB connection. This logger has been pre-programmed by us and is ready to use immediately.

Starting the Logger
· Press and hold the left button (scroll) for 5 seconds
· The display will show "REC"
· The logger will now begin recording temperature data

Viewing Status During Use
A short press on the left button will cycle through the following information on the display:
1. Current status of the logger
2. Minimum recorded temperature
3. Maximum recorded temperature
4. Number of recorded measurements (LOG)
5. Current temperature

Reprogramming the Logger
The Tempmate M1 can be fully reconfigured using the free Tempbase-2 software. With it, you can:
· Set start and stop conditions
· Adjust measurement intervals
· Define alarm thresholds
· Assign a name or ID to the logger
· Modify report and display settings
The full manual is available via the Help function in the software.

Reading Measurement Data
After use, the logger can be read in two ways:
1. Via the USB port on your computer
· The logger automatically generates a PDF report and additional files such as .TXT and .CSV
2. Via the Tempbase-2 software
· For advanced analysis and data export
· Includes a visual configuration screen for the logger
Download the software here:
Tempbase 2 – Software link (ZIP)

Happy measuring!
Dataloggers.shop
www.dataloggers.shop
✉ mail@tempro.be

[image: ]

image2.png
X,

ZebraSeplUtS)

¢ =
{GA0IECHTOTERSS oS

{PriilEnbsk

e t,
{LPICIVE /5 s S GIoNE)
r' 21
(Clecisfl= i [ZECTaDETAETE]

@ £y,

Al s
e Stgize

(PG Sy il
ety

Opslaan

Serienummer

Interne ID

tempbaose.” va12

1234567

Max?7 ciffers

Beschrijving

Temperatuurlogger

Een meting-interval van meer dan 4 minuten kan leiden tot een voortidige begindiging van

Meetinterval Stop Modus Temp. Eenheid Batteriniveau
o 5 Stop met knop < e <
Log Cyclus Record Modus Tiidzone Probe Modus
o H " s Stop bijvol v [utc000 ©| [intem <
Wachtwoord Start Modus Startvertraging Meer. StartStop
Geen Wachtwoord v Start met knop o e o v Staniettoe v
Stel Wachtwoord | Max. 6 cffers Pause Display tid
Statoe v [ss <
Tidelik Rapport Startija
Statoe v Ezel v B 0 [ - B v B s
Alarmzones Temperatuur Alarm modus Narmyertraging
O Geen Alarm
H1:Over B moet gebruikt Enkel o “ofo vln[am
worden als
decimale
@ Enkel Alarm L1:below 2 Enkel v 0 ¥vD 0 vH[30 v N

O Meervoudig Alarm





image1.jpeg
STempro

Dataloggers & Wireless Monitoring




